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TECHNICAL DATA: 

Preliminary Specifications 

PARAMETER1 TCS 

Capacity Class 15 kW 

Size Packaging (WxHxL) 563 mm x 563 mm x 747 mm 

Pressure Drop (bar) 50 kPA (max) 

Traction Motor Operating Temperature Range -40 ~ 160°C 

Motor Coolant Flow Rate -20 LPM 

MCU Coolant Flow Rate 8 LPM 

Pump Operating Temperature -40 ~ 120°C 

Pump Flow Rate 110 LPM 

Pump Type CAN based 

Coolant Type Ethylene Glycol 

 
1)Contact Eberspächer for further details 

 

 

 

 

 

 

 

 

KEY FEATURES: 

• Dedicated cooling architecture for traction 
motors and power electronics 

• High-capacity system engineered for demanding 
electric bus duty cycles 

• Precise temperature control for stable drivetrain 
operation 

 

• Integrated solution tailored to electric mobility 
platforms 

• Durable, automotive-grade design for reliable 
field performance 

• Compatible with both city and intercity bus 
applications 

PRODUCT BENEFITS: 

Precise Temperature Management: keeps traction motors and power 
electronics within optimal operating limits for stable, dependable performance 

Improved System Efficiency: Supports effective energy utilization, helping 
maximize drivetrain output and operational effectiveness 

Extended Component Life: Minimizes heat-related wear, reducing stress on key 
parts and lowering maintenance requirements 

 


